_ Pressure medium Nitrogen Gas (N,) o max. strokes/min
Max. charging pressure 150 Bar L . o
% Min. charging pressure 25 Bar ‘ i a0
‘ kG“ charging M6 | Rod seal area 2,01 cm’ . e
) Max. working temperature 80°C " T s
(/8’ Force increase by temperature 0,33%/1°C N Tﬁ”
_ 11 Max. stem speed 1mls s 45 25 9 45 55 65 75 &5 95 105
Maintenance kit kit CT300 Ty
gy (T S TR
r TPCT 300x10
TPCT 300x12 12 61 49 385 0,011 0,17
TPCT 300x16 16 69 53 395 0,014 0,18
TPCT 300x25 2% 87 62 410 0,019 0,20
- TPCT 300x38 38 13 75 300 420 150 0,027 0,24
- TPCT 300x50 50 137 87 (£5%) 425 0,034 0,28
ﬁg TPCT 300x63 63 163 100 430 0,042 0,33
s TPCT 300x80 80 197 17 435 0,053 0,38
MeCSm> - TPCT 300x100 100 237 137 435 0,065 0,44
Pressure medium Nitrogen Gas (N,) L max. strokes/min
PED 018 ng. charging pressure 175 Bar g 0 \&ﬁ
e el 7505 charging M6 | Min. charging pressure 25 Bar ‘ " 85
Rod seal area 2,54 cm’ o N
Max. working temperature 80°C " == .
© Force increase by temperature 0,33%/1°C ) | 15— =
mi I Max. stem speed 0,8 m/s o 5"%‘o"%é”‘z‘u‘”‘z;”‘a‘o“%\o‘”!;“‘e‘u‘”‘e‘;”‘{&“‘72”;‘0‘”‘5‘;“;3”;2”'\;!.”””!‘w
g] . Maintenance kit kit CT450 m
o 99 | R T
TPCT 450x7
TPCT 450x12 12 61 49 575 0,014 0,13
TPCT 450x16 16 69 53 595 0,016 0,18
TPCT 450x25 2% 87 62 150 630 - 0,022 0,21
- TPCT 450x38 38 113 75 (£5%) 655 0,030 0,25
= TPCT 450x50 50 137 87 670 0,038 0,29
& TPCT 45063 63 163 100 680 0,046 0,34
® TPCT 450x80 80 197 17 690 0,057 0,39
Hecsnm i TPCT 450x100 100 237 137 710 0,068 045
TPCT 550 Pressure medium Nitrogen Gas (N,) o max. strokes/min
Max. charging pressure 150 Bar A o\
% Min. charging pressure 35 Bar ‘ 32 70
Rod seal area 3,80 cm’ 60 =
gos cneraino M6 | Max. working temperature 80°C " T e
Force increase by temperature 0,33%/1°C 30 T
é Max. stem Speed 0 8mls % 5 15 25 35 45 55 65 75 8 95 105
J[ @ Maintenance kit kit CT550 ﬁ
" J/ sl | TPcT 550012 0017 028
u TPCT 550x25 25 82 57 810 0,030 0,34
TPCT 550x38 38 108 70 830 0,043 0,39
\ TPCT 550x50 50 132 82 550 840 145 0,055 043
TPCT 550x63 63 158 95 (5%) 850 0,068 048
f TPCT 550x80 80 192 112 855 0,085 0,55
93501 TPCT 550x100 100 232 132 865 0,105 0,64
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TPCT

LQtOES

Pressure medium

Max. charging pressure

Min. charging pressure

Rod seal area

Max. working temperature
Force increase by temperature
Max. stem speed

Maintenance kit

Nitrogen Gas (N,)
150 Bar

35Bar

10,18 cm’

80°C

0,33%/1°C

1mls

kit CT1500

max. strokes/min
100

%0 oS
80
70

&5
60 AN
50 n_52
40 S 37

T~ 31

30 | 26
20

)

La Lc
RSN
76 64

L4
L &0 &

-
f

TPCT 1500x12 12 1985 0,048 1,10
TPCT 1500x25 25 102 7 2175 0,079 133
TPCT 1500x38 38 128 90 2265 0,111 179
I | TPCT 1500x50 50 152 102 (1559,2) 2315 148 0,140 2,05
TPCT 1500x63 63 178 115 2350 0,172 2,21
TPCT 1500x80 80 212 132 2380 0,214 2,30
TPCT 1500x100 100 252 152 2405 0,263 2,63
2xM8(9mm> L
TPCT 2500 Pressure medium Nitrogen Gas (N,) e max. strokes/min
250 Max. charging pressure 150 Bar \‘ 70 | N
% ‘ ‘ Min. charging pressure 35Bar ‘ :z 55
i Rod seal area 19,63 cm’ w0 g
S —‘% Max. working temperature 80°C ) I >
QL - |8 Force increase by temperature 0,33%/1°C i‘; ‘ T 1"
L8 [Max. stem speed 0,6 m/s R R
res = Maintenance kit kit CT2500 o

I I I O R R I
78 66

\Gus charging M6 TPCT 2500x12 12 3830 0,068 1,60
TPCT 2500x25 25 104 79 4145 0,123 190
TPCT 250038 38 130 92 4280 0,179 2,05
TPCT 2500x50 50 154 104 2500 4350 127 0,230 2,30
(£5%)
TPCT 2500x63 63 180 17 4395 0,286 2,55
TPCT 2500x80 80 214 134 435 0,359 2,95
TPCT 2500x100 100 254 154 4470 0,444 325
TPCT 2500x125 125 304 179 4665 0,527 370
TPCT 30 Pressure medium Nitrogen Gas (N,) L max. strokes/min
Max. charging pressure 150 Bar ‘ 70 | gg
Min. charging pressure 35 Bar ‘ ‘;Z -
Rod seal area 19,63 cm’ 10 w0
. 0, Q 28
Max. vyorkmg temperature . 80°C zz TR
. Force increase by temperature 0,33%/1°C \ 1"
gd Max. stem speed 0,6 m/s e e e o e s
3 . . . —
Maintenance kit kit CT3000 Iﬂm»\
i
La Lc P Vv
4 oo S @ TR RO Y &
! N TPCT 3000x12 12 78 66 4525 0,068 160
Gas chargng 1e TPCT 3000x25 25 104 79 4895 0123 1,90
TPCT 3000x38 38 130 92 5055 0479 2,05
TPCT 3000x50 50 154 104 o) 5135 150 0230 230
TPCT 3000x63 63 180 17 : 5190 0,286 2,55
TPCT 3000x80 80 214 134 5240 0,359 2,95
TPCT 3000x100 100 254 154 5280 0,444 3,25
TPCT 3000x125 125 304 179 5510 0,527 3,70
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ae
TPCT 5000 Pressure medium Nitrogen Gas (N,) N max. strokes/min
PED Max. charging pressure 175 Bar E jz 45
e 260 Min. charging pressure 35Bar ‘ 35 36
N ‘ e ‘ Rod seal area 28,27 cm’ 0 S
I : Max. workmg temperature 80°C 20 \\21\13\15
2 Force increase by temperature 0,33%/1°C f) N N N
; . % Max. stem speed 20 m/min 52 3 45 s e s s % 05 M5 125 1%
o5 Y % | Maintenance kit kit CT5000 Im:ii»r
. NGRS RN
TPCT 5000x25 25 10 85 6620 0,197 410
I | TPCT 5000x38 38 136 98 6850 0,282 470
edznm TPCT 5000x50 50 160 110 6975 0,361 4,90
@ | | Teer soooxes 63 186 123 (igfg;g) 7065 175 0,446 5,40
g | TPcT 5000x80 80 220 140 7140 0,557 575
TPCT 5000x100 100 260 160 7200 0,688 590
TPCT 5000x125 125 310 185 7250 0,852 7,05
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