TPH

DTM

TPH 850 Pressure medium Nitrogen Gas (N,) e max. strokes/min
Max. charging pressure 175 Bar AN
% 825 Min. charging pressure 35 Bar 0 43
1 "8 Rod seal area 4,91 cm’ " S
' x Max. working temperature 80°C " \0\24\_20
i r/ii Force increase by temperature 0,33%/1°C .
_E T g Max. stem speed 20 m/min S e e e
-l s Maintenance kit kit H850 o
r‘lJ -
AR RN T
TPH 850x12
TPH 850x25 25 100 75 1405 0,031 0,45
N TPH 850x38 38 130 92 1415 0,047 0,52
Gos chargno M6 | TPH 850x50 50 155 105 ( = ) 1455 175 0,060 10,64
: TPH 850x63 63 185 122 1450 0,076 0,75
TPH 850x80 80 225 145 1440 0,098 0,86
2XM6<Omm> !

TPH 850 C Pressure medium Nitrogen Gas (N,) o max. strokes/min
. A 57
#25 Max. charging pressure 175 Bar '
PED ue Min. chargi 35B TN
S in. charging pressure ar w0
N | s Rod seal area 4,91 cm’ " S
E ) A
{0y Max. working temperature 80°C " T
J g Force increase by temperature 0,33%/1°C {
S Max. stem speed 20 m/min T “1‘5“‘;‘o‘“‘25“ﬂ“;‘5‘“;0‘“‘5‘;“;‘3‘ 65 70 75 60 & %0
Maintenance kit kit HC850 lﬂm»\
La Lc

mmmm--
TPH 850x12C 1255 0,019 0,60
TPH 850x25C 25 120 95 1405 0,031 0,65
TPH 850x38C 38 150 112 1415 0,047 072
TPH 850x50C 50 175 125 ( fg% ) 1455 175 0,060 0,84
TPH 850x63C 63 205 142 - 1450 0,076 0,95
TPH 850x80C 80 245 165 1440 0,098 1,06

The TPH 850C model does not have a filling valve.

It can only be pressurised through a control panel.

This model is supplied without pressure.

PED 825 Max. charging pressure 200 Bar " . s
L “ k v Min. charging pressure 35 Bar » -
Rod seal area 4,91 cm’ " L
w Max. working temperature 80°C i ~
! Force increase by temperature 0,33%/1°C T

n . 10

% Max Stem Speed 15 mln‘"n 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90

=1 ; NN

) ul 3 Maintenance kit kit H1000 o
La Lc
AR R T
TPH 1000x25
TPH 1000x38 38 135 97 1540 0,052 0,57
TPH 1000x50 50 160 110 1000 1590 185 0,064 0,69
Gas charging M6 (£5%)
2XMEOmm> ) TPH 1000x63 63 205 142 1480 0,092 0,80

2 TPH 1000x80 80 240 160 1530 0,110 0,91

7

8

2XM6(9mm)
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DTM
TPH Pressure medium Nitrogen Gas (N,)

\ 35
PED Max. charging pressure 200 Bar & 3 s
e Min. charging pressure 35 Bar ‘ ‘ 2
i 2 24
N p Rod seal area 4,91 cm 0 .
i 2] Max. working temperature 80°C o I
g Force increase by temperature 0,33%/1°C 1"
* . 10
3 MaX Stem Speed 15 m/m|n 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
u I
S Maintenance kit kit HC1000 e 2
La Lc
mmmm--
TPH 1000x25C 1500 0,035 0,67
TPH 1000x38C 38 155 17 1540 0,052 0,74
TPH 1000x50C 50 180 130 1000 1590 185 0,064 0,86
0,
TPH 1000x63C 63 225 162 (£5%) 1480 0,092 0,97
BxXM63nn> TPH 1000x80C 80 260 180 1530 0,110 1,08

The TPH 1000C model does not have a filling
valve. It can only be pressurised through a control
panel. This model is supplied without pressure.

TPH 1250 Pressure medium Nitrogen Gas (N,) L w max. strokes/min
PED 830 ng. charging pressure 175 Bar = . 54
— - Aﬁ’ v Min. charging pressure 35 Bar o “
d Rod seal area 7,07 cm’ 3
. 30 27
Max. working temperature 80°C " S .
Force increase by temperature 0,33%/1°C T
g Max. stem speed 20 m/min B A A A
< Maintenance kit kit H1250 m
r
La Lc
mmmm--
TPH 1250x12 1740 0,029 0,62
TPH 1250x25 25 105 80 1970 0,047 0,75
X TPH 1250x38 38 135 97 2005 0,070 0,83
Gas charging M6 | TPH 1250x50 50 160 110 (125?,2) 2070 175 0,088 0,01
TPH 1250x63 63 190 127 - 2075 0,110 1,10
TPH 1250x80 80 230 150 2020 0,146 117
2XM6C(omMm) !
TPH 1250 C Pressure medium Nitrogen Gas (N,) e max. strokes/min
PED 930 Max. charging pressure 175 Bar ®*® |\
L ‘ j( M8 Min. charging pressure 35 Bar ‘ ‘ o w“
11 2
o || Rod seal area 7,07 cm w0 -
Max. working temperature 80°C " T .
g Force increase by temperature 0,33%/1°C T
. 10
3 MaX Stem Speed 20 m/m|n 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
Maintenance kit kit HC1250 -
La Lc
_ mmmm--
c/e—” TPH 1250x12 C 1950 0,023 0,82
TPH 1250x25 C 25 125 100 2130 0,048 095
TPH 1250x38 C 38 155 17 2075 0,067 1,03
TPH 1250x50 C 50 180 130 (l%?,?) 2090 175 0,088 115
I/
EXHenm TPH 1250x63 C 63 210 147 2045 0,114 130
TPH 1250x80 C 80 250 170 1965 0,155 1,27
The TPH 1250C model does not have a filling
valve. It can only be pressurised through a control
panel. This model is supplied without pressure.
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TPH

TPH 17 Pressure medium Nitrogen Gas (N,) o max. strokes/min
PED 335 Max. charging pressure 175 Bar " . o
e ‘ /r M8 Min. charging pressure 35 Bar W 5 <
- Rod seal area 9,62 cm’ “ B
;5 Max. vyorking temperature 80°C " \& i
5 n |, Force increase by temperature 0,33%/1°C " ]\726\'21
g[ _,‘ g Max. stem speed 20 m/min 5 10 “1‘5‘,”‘2‘&”‘25“”3!”‘3‘5”;‘?‘”L‘;‘“s‘u‘”‘5‘5‘”;2“;‘5“”7‘&”‘7‘;‘ w0 85 90
1 U S
o Y 5 Maintenance kit kit H1700 mﬂ->
La Lc
B T
TPH 1700x12 2405 0,039 0,82
N TPH 1700x25 25 10 85 2745 0,062 091
Gas charging M6 TPH 1700x38 38 140 102 2795 0,092 1,12
1700 175
oXMBCOmMS _ | TPH 1700x50 50 165 115 (£5%) 2890 0,115 1.25
TPH 1700x63 63 195 132 2895 0,145 1,35
TPH 1700x80 80 235 155 2885 0,185 1,48
2XM6(Omm>
TPH 1 700 C Pressure medium Nitrogen Gas (N,) b max. strokes/min
PED Max. charging pressure 175 Bar = . o
bl s ‘ j( Min. charging pressure 35 Bar ‘ %
N Rod seal area 9,62 cm’ o N\
Max. workmg temperature 80°C " \% i
Force increase by temperature 0,33%/1°C d 21
g Max Stem speed 20 mlm|n » :T; 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
S
- Maintenance kit kit HC1700 m

La Lc ® Fa
mm--

c/e—" b TPH 1700x12 C 2405 0,039 1,12
TPH 1700x25 C 25 130 105 2745 0,062 1,21
TPH 1700x38 C 38 160 122 2795 0,092 1,42
TPH 1700x50 C 50 185 135 (175?,/0) 2890 175 0,115 155
TV/0
TPH 1700x63 C 63 215 152 2895 0,145 1,65
TPH 1700x80 C 80 255 175 2885 0,185 1,78
The TPH 1700C model does not have a filling
valve. It can only be pressurised through a control
panel. This model is supplied without pressure.
TPH 2 Pressure medium Nitrogen Gas (N,) e max. strokes/min
PED 835 ng. charglng pressure 200 Bar = .. s
et Min. charging pressure 35 Bar % -
Rod seal area 9,62 cm’ ”e N
x . o 23
& Max. vyorkmg temperature 80°C " N
o a— | Force increase by temperature 0,33%/1°C 1 FKT "
2 n . 5 T T T T T T e T
8 % Max Stem Speed 15 mlm'n 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
1 S g
Dz u g Maintenance kit kit H2000 m
re
La Lc ® Fa
mmm--
TPH 2000x25 2545 0,099 1,02
N TPH 2000x38 38 165 127 2690 0,128 1.32
Gos charging M6 | TpH 2000x50 50 190 140 1925 2820 185 0,152 1,45
0,
XM | TPH 200063 63 220 157 (£5%) 2890 0,181 155
TPH 2000x80 80 255 175 3005 0,214 1,68
2XM6<Imm>
26
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TPH

TPH 2000 C Pressure medium Nitrogen Gas (N,) Cw max. strokes/min

Max. charging pressure 200 Bar 41 - -
Min. charging pressure 35 Bar 1 ( 0
Rod seal area 9,62 cm’ ” a2
Max. working temperature 80°C " \K
Force increase by temperature 0,33%/1°C ]\K p

g Max. stem speed 15 m/min i Ve A A A

3 Maintenance kit kit HC2000 mﬂ»r
mmmm--
TPH 2000x25C 2545 0,099 1,22
TPH 2000x38C 38 185 147 2690 0,128 1.52
TPH 2000x50C 50 210 160 1925 2820 185 0,152 1,65
TPH 2000x63C 63 240 177 (#5%) 2890 0,181 175
TPH 2000x80C 80 2715 195 3005 0214 1,88

The TPH 2000C model does not have a filing
valve. It can only be pressurised through a control
panel. This model is supplied without pressure.

TPH 2800 Pressure medium Nitrogen Gas (N,) _ max. strokes/min
PED 645 Max. charging pressure 175 Bar " . 54
4 ‘ Ve Min. charging pressure 35 Bar ‘ ‘ w0 w0
] Rod seal area 15,90 cm’ " \32
Max. working temperature 80°C " \27\& o
Force increase by temperature 0,33%/1°C T
§ Max. stem Speed 20 m/min ° 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90
3 Maintenance kit kit H2800 ﬁ'
mmm--
TPH 2800x12 3740 0,075 1,31
TPH 2800x25 25 120 95 4305 0,112 1,52
Gos chorging M6 | TPH 2800x38 38 150 112 4485 0,159 185
[ | TPH 2800x50 50 175 125 (185‘32) 4515 175 0,207 197
: TPH 2800x63 63 210 147 4595 0,254 2,05
TPH 2800x80 80 250 170 4650 0317 222
2XM8C11mm)

TPH 2800 C Pressure medium Nitrogen Gas (N,) e max. strokes/min
o Max. charging pressure 175 Bar = . 54
PE Min. charging pressure 35Bar W ( 10 «
. Rod seal area 15,90 cm’ " s
LS ‘m . Max. working temperature 80°C " \kk o
~ .
‘“L Q Force increase by temperature 0,33%/1°C T
ro” % Max. stem speed 20 m/min R A AV A
| 'Y
Maintenance kit kit HC2800 lﬂm»
La Lc
mmmm--
TPH 2800x12 C 3740 0,075 1,41
TPH 2800x25 C 25 140 15 4305 0,112 1,92
TPH 2800x38 C 38 170 132 4485 0,159 2,35
TPH 2800x50 C 50 195 145 (i%(ﬂ/o) 4515 175 0,207 237
o/

TPH 2800x63 C 63 230 167 4595 0,254 245
TPH 2800x80 C 80 270 190 4650 0,317 2,62

The TPH 2800C model does not have a filling

valve. It can only be pressurised through a control

panel. This model is supplied without pressure.
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TPH

Pressure medium Nitrogen Gas (N,) _ max. strokes/min
Max. charging pressure 175 Bar @ 54
Min. charging pressure 35 Bar w© o
Rod seal area 24,63 cm’ " s
Max. working temperature 80°C o s
“ Force increase by temperature 0,33%/1°C T
. 10
- 0 MaX Stem Speed 20 mlm|n 5 10 15 20 25 30 35 Aa\ 45 50 55 60 65 70 75 80 85 90
|| | Maintenance kit kit H4300 o
i}
La Le
| ce LSRR s L L S O Y
TPH 4200x12 0,115 1,82
A\ TPH 4300x25 25 120 95 6680 0,173 2,10
Gas chargihg M6
_ | TPH 4300x38 38 150 12 6965 0,246 242
TPH 4300x50 50 175 125 (1352;’) 7265 175 0,303 261
J/0
TPH 4300x63 63 210 147 7135 0,392 2,70
TPH 4300x80 80 250 170 7225 0,488 3,05
4xM8¢9.5mm)
Pressure medium Nitrogen Gas (N,) e max. strokes/min
PED Max. charging pressure 175 Bar * % 54
e Min. charging pressure 35 Bar o 0
Rod seal area 24,63 cm’ a3
Max. working temperature 80°C " T
® Force increase by temperature 0,33%/1°C T
Max. stem speed 20 m/min R ”z‘o‘”‘z;”‘g‘u‘“s‘;‘kl{‘\‘ls”‘;A”;‘é,”;‘o” o5 70 75 80 85 %0
as j Maintenance kit kit HC4300 m‘
rc.

Gl/SJ

875.2*0!

4XM8(IZMM)@

TPH 4200x12C

TPH 4300x25C 25
TPH 4300x38C 38
TPH 4300x50C 50
TPH 4300x63C 63
TPH 4300x80C 80

14 102
140 115
170 132
195 145
230 167
270 190

4300
(£5%)

La Lc
mmmmn-

5800 0,115 2,32
6680 0,173 2,60
6965 175 0,246 2,92
7265 0,303 31
7135 0,392 3,20
7225 0,488 4,05
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