Max. charging pressure 175 Bar ®* |
W 3 Min. charging pressure 35 Bar 50 50
(0 . Rod seal area 0,28 cm’ 40 &
s Max. working temperature 80°C % S .
[ Force increase by temperature 0,33%/1°C 2 ®
10
8 " MaX Stem Speed 0’5 mls 0 10 20 3 4 50 60 70 8 90 100 110
ag Maintenance kit kit R16 m
s
TPR 16x10 10 80 70 | 0004 | 007  TPR16x..F10 | 10 (x5%) =12 35
TPR 16x20 20 100 80 | 0005| 008  TPR16x..F15 | 15(+5%) =15 50
b e charging M6 TPR 16x30 30 120 90 | 0006 | 009  TPR16x..F20 | 20 (+5%) =25 70
TPR 16x40 40 140 | 100 | 0,007 | 015  TPR16x..F25 | 25(5%) =30 90
| A TPR 16x50 50 160 | 110 | 0008 | 020  TPR16x..F30 | 30 (+5%) =35 10
f TPR 16x60 60 | 180 | 120 | 0009 | 022  TPR16x..F35 | 35(x5%) =45 125
¥ TPR 16x70 70 | 200 | 130 | 0010 | 025  TPR16x..F40 | 40 (x5%) =50 140
g 0 TPR 16x80 80 | 220 | 140 | 0011 | 027  TPR16x..F45 | 45(5%) =55 160
£ 3 TPR 16x100 100 | 260 | 160 | 0013 | 028  TPR16x..F50 | 50 (x5%) =60 175
=
TPRB 1 6 Pressure medium Nitrogen Gas (N,) 6 max. strokes/min
A 57
Max. charging pressure 175 Bar = .
PED — - - e
s Min. charging pressure 35 Bar w0
() Rod seal area 0,28 cm’ " =
x . 2
‘ 2z Max. working temperature 80°C " \\7£\21 .
1 Force increase by temperature 0,33%/1°C 113"
0 Max. stem speed 0,5mls © omzoaem\sosomaogomom
8 % Maintenance kit kit RB16 »
) L4
lr u
) . l
TPRB 16x10 10 65 55 | 0,002 | 0,06 TPRB 16x ... F10 | 10 (+5%) =13 35
v TPRB 16x20 20 85 65 | 0,003 | 007  TPRB16x...F15| 15 (5%) =18 50
Gas charging Me@mm> TPRB 16x30 30 105 75 | 0,004 | 0,08 TPRB 16x ... F20 | 20 (+5%) =25 70
TPRB 16x40 40 125 85 | 0005| 010  TPRB16x...F25| 25(+5%) =32 90
. I TPRB 16x50 50 145 95 | 0,006 | 0,15 TPRB 16x ... F30 | 30 (+5%) =40 10
] | TPRB 16x60 60 165 | 105 | 0,007 | 0,18  TPRB16x...F35| 35(5%) =45 125
. TPRB 16x70 70 185 | 115 | 0,008 | 0,20 TPRB 16x ... F40 | 40 (+5%) =50 140
x 3 TPRB 16x80 80 | 205 | 125 | 0009 | 021  TPRB16x..F45| 45(5%) =55 160
+ 9 TPRB 16x100 100 | 245 | 145 | 0011 | 023 TPRB 16x ... F50 | 50 (5%) =60 175
=
TPR 28 Pressure medium Nitrogen Gas (N,)
PED Max. charging pressure 175 Bar | 1pR 28x15 15 | 72 | 57 | 0006 015
e 812 Min. charging pressure 25Bar | TPR28x25 25 92 67 | 0010 | 017
G h i M6
‘ /l/ s cherging Rod seal area 1,13 cm® | TPR28x38 38 118 80 | 0,014 | 020
= . 50 142 92 | 0019 | 022
Max. working temperature goec | TPR28x80 ' ’
. o 140 TPR 2863 63 172 | 109 | 0,024 | 0,25
Force increase by temperature 0,33%11°C | 1pg 28x80 80 205 | 125 | 0030 | 030
Max. stem speed 0,6 m/s | tpR28x125 125 | 202 | 167 | 0046 | 038
Maintenance kit kit R28
] max. strokes/min -
3 A 100 5
it 80 75
; : ;
g 50 50 T
40 .
2 \I&N . Yellow 200 (20) = 270
‘ ) The black colour code denotes the adjustable pressure version (adjustable
M28x1.9 Mﬂ“ between 25 and 175 Bar). If not otherwise specified, these gas springs will
be supplied in the yellow colour code version.
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TPR

TPRT Pressure medium Nitrogen Gas (N,)

0 - max. strokes/min
¢s Max. charging pressure 175 Bar P A
PED Min. char 3
e . ging pressure 20 Bar 60 60
Rod seal area 0,50 cm’ o R0
Max. working temperature 80°C " [
WE Force increase by temperature 0,33%/1°C . ]
° ...T 0 Max. stem speed 0,5mls o 10 zosoAnsueo 70 80 90 100 10 120 130
% Maintenance kit kit RT24 lr.m»/
u
) Code | 3¢ | 8 | &6 | Y o
TPRT 24x7 7 56 49 | 0,002 | 008  TPRT24x...F10 | 10 (+5%)
TPRT 24x10 10 62 52 | 0003 | 009  TPRT24x..F20 | 20 (£5%) =25 40
L TRt | 5 | | o7 | 000 a0 TeRTaec.Fa0| Wi | w0 | a0
1 ) o/ =~
Vo o e TPRT 26425 25 | 9 | 67 [0006| 011  TPRT24x..F50| 50(5%) | =65 100
eS| TPRT 24x38 38 118 80 | 0,008 | 014  TPRT24x...F60 | 60 (+5%) =75 120
TPRT 24x50 50 142 92 | 0011 | 015  TPRT24x...F70 | 70 (+5%) =90 140
@ ol TPRT 24x63 63 172 | 109 | 0,014 | 017 TPRT 24x ... F80 | 80 (+5%) =105 160
Q TPRT 24x80 80 | 205 | 125 | 0017 | 019  TPRT24x...F90 | 90 (5%) =110 175
o TPRT 24x100 100 | 245 | 145 | 0021 | 020
L TPRT 24x125 125 | 295 | 170 | 0026 | 023
TPR 24 Pressure medium Nitrogen Gas (N,) o max. strokes/min
Max. charging pressure 175 Bar oo | N*
% ) U] Min. charging pressure 25 Bar 50 5
"s\m Rod seal area 0,78 cm’ 40 —
Max. working temperature 80°C o T
- ! Force increase by temperature 0,33%/1°C @ ] o
Max. stem speed 0,5 m/s N o o 20 a0 40 s s 70 8 s 100 f0
3L g Maintenance kit kit R24 li_'\
o
)
TPR 24x10 0008 | 020  TPR24x..F20 | 20 (5%) =25 25
TPR 24x20 20 100 80 | 0011 | 022  TPR24x..F40 | 40 (x5%) 50 50
v TPR 24x30 30 120 9 | 0013 | 024  TPR24x..F60 | 60 (x5%) =75 75
Gos charging Ne(Enr> TPR 24x40 40 140 | 100 | 0016 | 025  TPR24x..F80 | 80 (5%) =100 100
f TPR 24x50 50 160 | 110 | 0018 | 027  TPR24x...F100 | 100 (+5%) =125 125
TPR 24x60 60 180 | 120 | 0021 | 030  TPR24x...F120 | 120 (+5%) =150 150
o TPR 24x70 70 200 | 130 | 0023 | 035 TPR 24x ... F140 | 140 (£5%) =175 175
5 TPR 24x80 80 | 220 | 140 | 0,026 | 041
g TPR 24x100 100 | 260 | 160 | 0,031 | 045
TPRB 24 Pressure medium Nitrogen Gas (N,) o max. strokes/min
Max. charging pressure 175 Bar - N
% rs\ﬂ Min. charging pressure 25 Bar . &
Rod seal area 0,78 cm’ ®
£ Max. working temperature 80°C >
o Force increase by temperature 0,33%/1°C ST
Max. stem speed 0,5mls 0
g Maintenance kit kit RB24
3
SREEEN BN
TPRB 24x10 10 65 55 | 0004 | 018  TPRB24x.. 20 (+5%)
TPRB 24x20 20 85 65 | 0007 | 020  TPRB24x... F40 40 (£5%) =55 50
Gas charging M&(Bmm TPRB 24x30 30 105 75 | 0,009 | 0,22 TPRB 24x ... F60 | 60 (+5%) =80 75
TPRB 24x40 40 | 125 85 | 0012 | 023  TPRB24x..F80 | 80 (x5%) =105 100
TPRB 24x50 50 | 145 95 | 0014 | 025  TPRB24x...F100| 100 (+5%) =135 125
TPRB 24x60 60 | 165 | 105 | 0017 | 028  TPRB24x...F120| 120 (x5%) =160 150
. TPRB 24x70 70 | 185 | 115 | 0019 | 032  TPRB24x...F140| 140 (x5%) =185 175
5 TPRB 24x80 80 | 205 | 125 | 0022 | 038
£ TPRB 24x100 100 245 | 145 | 0,027 | 042
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TPR

TPRC 24 Pressure medium Nitrogen Gas (N,) o max. strokes/min
. 94
PED @8 Max. charging pressure 175 Bar = . 867975
e e Min. charging pressure 20 Bar - 60
Rod seal area 0,50 cm’ o 2 o
Max. vyorking temperature 80°C 0 2%
. Force increase by temperature 0,33%/1°C [
MaX. Stem Speed 0’5 mls 0 0 10 20 30 40 50 60 70 80 90 100 110 120 130
=4 2 . . . )
§ Maintenance kit kit RC24 M
r )
TPRC 24x7 7 56 49 10,002 | 008  TPRC24x...F10| 10 (+5%) =13 20
TPRC 24x10 10 62 52 10003 | 008  TPRC24x..F20| 20 (5%) =25 40
TPRC 24x13 13 | 674 | 544 | 0003 | 008  TPRC24x..F30| 30 (x5%) =40 60
TPRC 24x15 15 72 57 | 0,004 | 009  TPRC 24x...F40| 40 (+5%) =50 80
Gas charging M6(Enm TPRC 24x25 25 92 67 | 0006 | 010  TPRC24x...F50| 50 (5%) =65 100
, TPRC 24x38 38 118 80 | 0008 | 012  TPRC 24x...F60| 60 (+5%) =75 120
TPRC 24x50 50 142 92 | 001 | 013  TPRC24x...F70| 70 (+5%) =90 140
TPRC 24x63 63 172 | 109 | 0014 | 045  TPRC24x...F80| 80 (x5%) =105 160
TPRC 24x80 80 205 | 125 | 0017 | 017  TPRC24x...F90 | 90 (x5%) =110 175
g TPRC 24x100 100 245 | 145 | 0,021 | 018
TPRC 24x125 125 295 | 170 | 0,026 | 0,21
TPR 38 Pressure medium Nitrogen Gas (N,) Cw max. strokes/min
Max. charging pressure 150 Bar = 81
PED Min. charol .
e in. charging pressure 50 Bar 60 60
Rod seal area 1,77 cm’ ® e
Max. working temperature 80°C 3 = 2
. \7\7 24
Force increase by temperature 0,33%/1°C 20 ‘ ‘
10
‘ MaX Stem Speed 0,8 m/s 0o 10 20 30 40 ;50 60 70 80 90 100 110
WI 1; Maintenance kit kit R38 T
&4 ]
7 ] i
S
- TPR 38x12 12 75,4 63,4 330 0,011 035
: TPR 38x25 25 100 75 355 0,019 0,40
: TPR 38x38 38 126 88 365 0,027 0,46
| TPR 38x50 50 150 100 ( 35509) 370 142 0035 0,54
4 st}
@ ' TPR 38x63 63 177 14 375 0,044 0,61
? ' TPR 38x80 80 210 130 380 0,054 0,72
Gos charging M6 TPR 38x100 100 250 150 383 0,066 0,80
M38xL.5
TPR 45 Pressure medium Nitrogen Gas (N,) e max. strokes/min
Max. charging pressure 150 Bar B o0 x*2
PED Min. charai 50 =
e in. charging pressure 35 Bar N 7
Gos charging Mé Rod Seal area 4,91 sz 62 \\56
. 50
: Max. working temperature 80°C 0 T "
x Force increase by temperature 0,33%/1°C 30 T
£ 20 T T T e T
[Z] MaX Stem Speed 0’8 mls 5 15 25 35 45‘ 55 65 75 85 95 105
Maintenance kit kit R45 M
% i |
Y = | TPR4sx13 12,7 574 447 1080 0,020 0,40
TPR 45x19 19 70 51 1130 0,027 0,47
TPR 45x25 25 82 57 1155 0,034 0,50
TPR 45x38 38 108 70 750 1185 150 0,049 0,61
TPR 45x50 50 132 82 (£5%) 1200 0,064 0,69
M45x15 TPR 45x63 63 159 96 1210 0,079 0,80
TPR 45x80 80 192 112 1220 0,099 091
TPR 45x100 100 232 132 1225 0,123 1,10
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TPR

TPR 50 Pressure medium Nitrogen Gas (N,) o max. strokes/min
Max. charging pressure 150 Bar AN
PED Min. charai B ( 80 0
e in. charging pressure 35 Bar 70 0
230 Rod seal area 7,07 cm’ 0 ~=
| emrene ¥ | Max. working temperature 80°C 0 T e
Force increase by temperature 0,33%/1°C zg T
Max. stem speed 0,8 m/s A 253545r e es 75 g8 95 105
Maintenance kit kit R50 lrﬂ'ﬁ»L
g La Lc P v
ol coe | st f & OTR | B OL] V| &
TPR 50x13 12,7 634 50,7 1550 0,025 0,59
TPR 50x19 19 76 57 1630 0,035 0,63
TPR 50x25 25 88 63 1670 0,044 0,69
TPR 50x38 38 114 76 (1%22) 1715 142 0,065 0,80
TPR 50x50 50 138 88 1740 0,084 0,90
L%—J TPR 50x63 63 165 102 1755 0,104 1,10
TPR 50x80 80 198 118 1770 0,131 115
TPR 50x100 100 238 138 1780 0,162 140
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