Slide Retainer Series

Z374

BALL PLUNGER

® |{isused forlight load of stainless steel.

e Applicable temperature: =307 ~ 250C

® Characteristics: It does not need threaded hole
processing which reduces processing time.

Type max.'C d3 13 d2 Sn FrIN] | FzN] i2 d1 I
Z 3744 4%5 4.6 3 0.7 2 -+ 54 4 5
5x6 5.6 -+ 0.8 B 56 7 5 5
250 = 1
Bx7 6.5 1.2 8.5 g8 7
= 8 9.8 T
Bxd 8.5 8.5 14 10.8 8 g
[Type No.| x [Pes]
Z374/4x5 x 10
BPJ/BSJ/BSX
BALL PLUNGER
Material : JIS S45C
There is cross—type and inner hexagonal for selection.
M5-M16
- e
N X0.101972
Size
Type (N) (N) (N)
M d S L B
min T min max min max
2 1.0 0.2 5 1.0 0.8 1.0 2.04 - = = ==
3 1.8 0.5 7 1.0 s 1.0 2.8 1.8 2.8 2.2 52
4 2h 9 1.2 2 20 4.9 3.9 g8 25 12.5
BPJ 5 3.0 0.8 12 2.0 25 2.8 9.8 4.9 18.8 1.2 241
BSJ B8 30 13 2.5 3 4.9 14.7 9.8 294 17.7 334
BSX 8 4.0 1.0 15 2:8 4 g9 19.6 12.7 382 21.4 453
10 5.0 1.2 16 3.0 5 8.8 245 18.6 49.0 23.56 50.0
12 7.0 1.8 20 3.0 G 88 264 19.8 58.8 241 637
16 9.5 2.5 215 3.0 a 187 48.0 284 98.0 436 | 116.3
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