Date Stamp Series

Replaceable Date Stamp

Z48
European German standard

1. The inserted parts can't be replaced from the front, and it has main design
of hanging appearance;

2. Itcan prohibit the date stamp breaking loose from the front mucous
membrane in the injection molding;

3. Note: You need to dismantie the mould when replacing this inserted part,
and after the inserted part exiting from template, replace it.
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#N stands fordisplayed number of years.

248/6/.. 2482/6 2483/6/.. 3.5 6 10 5 14 5 09|15 | 03| 05

Z48/8/.. | Z482/8 2483/8/.. |46 B |12 | 6 | 17| 6 |08 |15 |03 |06
Z48/12/.. Z482M12 Z483M12/.. | 65 | 12 | 20 10 22 8 3.2 2 1015 0.9
Z48/16/. | Z482M6 | z483/16.. | 8 |16 | 23 | 11 | 27 |925| 32| 2 |015| 09
Z48/20/.. | Z4B2/20 | Z483/20/.. |10.5| 20 | 28 | 14 | 36 |11.5| 4 0.15| 0.9
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Inner Pointer of Date Stamp
Z484

Inner pointer can be dismantled, and you can choose differant types of inner
pointer according to different years.
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Date Stamp Series

Replaceable Date Stamp Gerivian standard

Z4861
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The core of date stamp with whole type material can be changed.
When installing internal insert, anticlockwise rofation is reguired.
Tail end of date stamp has thread which is convenientfor fixing by screw atback end.

2486111 Z4861/2 Z4861/3 Z4861/4 Z4B861/5,

Z4861/1/4 Z4861/2/4 Z4861/3/4 Z4B61/4/4 Z4861/5/4 26 2 125
Z4861/1/5 | Z4861/2/5 | Z4861/3/5 | Z4861/4/5 | Z4861/5/5 3 2 3 14
Z4861/1/6 24861f2?6 Z4861/3/6 Z4861/4/6 Z4861/5/6 ) 16
24861/1/8 | Z4B61/2/8 | Z4B61/3/8 | Z4B61/4/8 | Z4861/5/8 34 3 8 18
Z4861/1/10 | Z4B61/2/10 | Z4861/3/10 | Z4861/4/10 | Z4861/56/10 | 5.5 3 10 22
Z4861/1/12 | Z4861/2/12 | Z4861/3/12 | Z4B61/4/12 | Z4861/5/12 | 5.5 4 12 | 25

[Order:] [Type Mo, x [ Pcs |
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* Installation diagram
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